
Tools needed 5mm hex key (L-style or 3-way), 6mm hex key (L-style or 3-way)

WARnInG: !! do noT Use BAll-end sTYle HeX KeYs !! BolTs ARe 
TITAnIUM, Be sURe YoU HAVe FUll enGAGeMenT WITH HeX Tool

The post has arrived assembled with the center bolt installed and prepped using 
anti-seize.

(1) Remove the titanium outer bolts and sideplates (step1). Snap the saddle into the 
rail grooves as shown in step 2.

(2) Reinstall sideplates and titanium outer bolts (it is not necessary to fully tighten 
them at this time) as shown in step 2.

(3) To adjust saddle rotation, or tilt, insert the 5mm allen key through the drive side 
outer bolt to access the inner bolt. The inner hex is specially designed to be deeper 
than standard to allow greater torque, be sure you are fully inserted before tightening/
loosening. Bolts are titanium, be sure you have full engagement with hex tool!! 
Fully tighten by hand using the recommended tools. It may be necessary to retighten 
after a couple of rides.

(4) To adjust saddle fore/aft simply loosen the two outer plates, position the saddle 
and torque the two outer bolts to 8 n/m MAX! using the recommended tools.

*If it becomes necessary to re-lubricate the titanium bolts, use only an anti-seize 
compound such as LOCTITE Silver Grade Anti Seize.

*See reverse side for installation drawings.

CInCH PosT InsTRUCTIons

2545 Copper ridge drive
Steamboat SpriNgS, Co 80487

970.879.1676

MooTs.CoM



SADDLE SADDLE

Right Hand Threads

1
2 23 4 5

7mm Ø Saddle Rail

7mm Ø Saddle Rail

AS ShIppEd 
REmovE oR LooSEn 

SiDE boLTS AnD  
SiDEpLATES

SnAp SAddLE 
InTO RAIL GROOvES 

REinSTALL boLTS AnD  
SiDEpLATES

SIdEpLATES InSTALLEd 
REAR viEw

6mm HEx 
To ADjuST SADDLE 
foRE / AfT 
(boTH SiDES)

7mm Ø SADDLE RAiL gRoovE 
(boTH SiDES)

AccESS 5mm HEx fRom DRivE SiDE 
To ADjuST SADDLE RoTATion 
(RigHTy TigHTy / LEfTy LooSEy)

inSERT 5mm kEy THRougH 
THE ouTER boLT To AccESS 
THE 5mm HEx of THE innER boLT 
foR RoTATion (TiLT) ADjuSTmEnT

SnAp SADDLE inTo RAiL gRoovE 
(boTH SiDES)

6mm Hex

5mm Hex

Left Hand Threads

1

2

3

4

5

outer bolt Titanium

Sideplate Aluminum

inner Aluminum cone with Right Hand Threads

inner bolt Titanium

inner cone with Left Hand Threads

CInCH PosT eXPloded VIeW

sTeP 1 sTeP 2

SADDLE

sTeP 3


